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DESOTO, INC. ﬂ@yw£‘7
MATERIAL SAFETY DATA SFEET /
FOR CCATINGS, RESINS, AND RELATED MATERIALS
(APPROVEC BY US CEPARTMENT OF LASCR ESSENTIALLY SIMILAR" TO FORM OSHA-
SECTION I
DESOTC, INC. 1700 S. MT. PROSPECT ROA
AOMINISTRATIVE ANC RESEARCH CENTER DES PLAINES, ILLINDIS &0

EMERGENCY TELEPHINE (3122 391-600¢C

PRODUCT CLASS MANUFACTURERS CCDE IDENTIFICATICN
SULVENT DZ0-7C7
TRADE NAME DATE CF PREPARBTION 11712781

SUPERSEDES 08/02/7S MSCS

sosh slesoshooiosisiesiessh sk seskskstsisk SECTION TI-HMAZARDCUS INGREDIENTS  shsksioslosy ik s seshosh s ook s slosfesh sfeofe s

INGREDIENT ZoBY® TLYV VAPOR
WEIGHT PpM MGrsCULY LEL PRESSURE
2 2C DEC C
METHYL ETHYL KETONE 75.0C 200 550 1.8 70
CYCLCHEXANDNE 25.0 2% 160 1.1 2.4

% PERCENT BY WEIGHKT:

TCL NEAREST 5%y PLUS IR MINUS 5%, FOR SUBSTANCES 2-93%;
8.0 FOR SUBSTANCES C.5-%5.0%;
(005 Fa{;\ SU%ST&NCES C.{:"O.S%.

NE
NA
ool ool gkt ookl SECTION III-PHYSICAL CATA #seksdsisichsistiokd ook d ok

NOT ESTABLISHED
NCT APPLICABLE

it

PROPERTY MEASURENENT

BOILING RANGE 17¢6.C TC %X13.0 DEC F, 80.C TO 157.0 DEG C.
2760 MM KG

Tk e e I A

VAPCR DENSITY X HEAVIER LIGHTER TrAN AIR
WEIGET PER GALLOM ‘ £.9 LBS.
PERCENT VOLATILE BY VIOLuUMNC 10C.0
EVAPCRATION RATE FASTER X SLOWER THEN ETHER

BOE-C6-0226675
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Skl sokob ook SECTION IV-FIRE AND EXFLOSICN DATA ookl
DOT CATEGORY FLAMMABLE LIGUIC FLASK POINT 22.0 DEC F.
OSHA CATEGORY FLAMMABLE LIQUIC-CLASS I B (CLCSED CLPD -5.6 DEG C.
LOWER EXFLOSIVE LIMIT SFE I
EXTINGUISHING MELIA: USE NATICNAL FIRE PROTECTICN ASSOCIATION CLASS &
EXTINGUISHERS (CARBON DICXIDE, DRY CHEMICAL CR FLAM),

UNUSUAL FIRE AND EXPLCSICN HAZARDS: KEEP CONTAINERS TIGHTLY CLUSED. ISCLATE
FROM HEAT, ELECTRICAL EQUIPMENT, SPARKS AND CPEN FLAME. CLOSED CCNTAINERS MAY
EXPLCLDE WHEN EXPOSED TO EXTREVNE HE&T. 0 NCT APPLY 10 HCT SURFACES,

SPECIAL FIRE FIGHTINC PRCCEDURES WATER SPRAY MAY BE INEFFECTIVE. WATER MAY
BE USED 70 CCOL CLOSECD CCATA*AERS TO PREVENT PRESSURE BUILO~UF AND POSSIELE
AUTO IGNITION COR EXPLUSICM WHEN EXPOSED TC EXTREME HEAT. IF WATER IS USED, FLG
NOZZLES ARE PREFERABLE.

oo ook ke ke SECTION V-HEALTH HAZARD CATA sk ey s ool s ook ok sy

THRESHOLC LIMIT VALUE: SEE II (NCT ESTABLISKED FCR FRODUCT)
EFFECTS CF OVEREXPOSURE:

INHALATION: ANESTHETIC. IRRITATION CF THE RESPIRATORY TRACT OR ACUTE NERVOUS
SYSTEM DEPRESSICON CHARACTERIZEC BY HEADACKE, DIZZINESS, STAGGERING GAIT,
CONFUSION, UNCONSCIDUSNESS UR COMA.

SKIN CR EYE CONTACT: PRINMARY TRRITATION,

EMERGENCY ANC FIRST AI0 FROCEDURES: INHALATION: REMCVE FROM EXPOSURE.
RESTLRE BEREATHING. KEEP WARM AND QUIET. NOTIFY A PHYSICIAN. SKIN CONTACT:
WASH AFFECTEC AREAS wITH WATER. REMOVE CONTAMINATED CLOTRING. CONSULT &

PHYSICIAN. EYE CONTACT: FLUSH WITH WATER FCR 15 MINLTES. CONSULT A PHYSICIAN.
INGESTION: CCNSULT A PHYSICIAN,
oSkl ool okl Sk ks SECTION VI-REACTIVITY DATA spisissdsioksoiondopii oot
STABILITY: UNSTABLE X STABLE
INCOMPATIBILITY (MATERIALS TC AVOIDD:

HAZARDDUS DECOMPCSITION FPRODUCTS:
FRODUCTS OF COMBUSTICN AKE HRBEZERDOUS

HAZARCOUS POLYMERIZATION: MAY CCCLER X WILL NOT OCCUR

CONDITIONS TC AVETID:

BOE-C6-0226676
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sedesieciol it okl sl SECTION VII-SPILL OR LELK PRLCEDURES Sk etk ooy ez 3

STEPS TU BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLEC: REMOVE ALL SCURCES
OF IGNITION. AVIOIO BREATHING VAPORS. VENTILATE AREA., REMOVE WITH INERT
ABSOREENT AND NON-SPARKIKRG TCCLS,

WASTE DISPOSAL METHODS: LDISPOSE IN ACCORCANCE WITH LCCAL, STETE AND FEDERAL
REGULATICNS. INCINERATE IN AFPPRCVED FACILITY. LCC NCOT INCINERATE CLOSED
CONTAINERS.

s io ook okl SECTION VITI-SPECIAL PROTECTION INFCRMATION st dolesdoy st s doosh ok

RESPIRATCRY FROTECTICN: IN CUTDCCR CR OPEN RREAS USE NIOSH AFPROVED
MECHANICAL FILTER RESPIRATOR.

IN RESTRICTEL VENTILATION AREAS USE NIOSH APFROVELD CHREMICAL-MECHANICAL
FILTERS.

IN CONFINED SREAS USE NIDSH APPROVED AIR LINE TYPE RESPIRATORS CR HOUGCS.

VENTILATION: WHERE EMPLCYEES MAY BE EXPUSED, PRCVIDE GENERAL DILUTICN OF LCCAL
EXHAUST VENTILATION IN VCLUME ANC PATTERN TO KEEP TLV OF FAZARDCUS INGRECIENTS
IN SECTICN II BELOW RECOMMENCEC (ACGIR) R REGULATED (OSKHAD LIMIT. WHERE
EVPLCYEES WILL NCT BE EXPUSEC, KEEP LEL IN SECTICN II BELCW 28% OF LINMIT.
PROTECTIVE GLCVES:S X RECOMMENDEC REQUIRECL

EYE FROTECTICN: USE SAFETY EYEWARE DESIGNED TO PRCTECT AGAINST SPLASK OF
LIQUILS. ‘

CTHER PRCTECTIVE EQUIPMENT: PREVENT FROLONGED SKIN CONTACT WITH CONTAMINATECD
CLOTHING, »

Sesovoiob Sl ek ook ik kol ks SECTICON IX-SPECTIAL PRECAUTIONGE sk dealenessiosieslosh dese s 3 soie s ook
PRECAUTICNS TO BE TAKEN IN HANCDLING AND STORING: 0O NOT STCRE ABCVE 120 CEG. F.
STORE LARGE GQUANTITIES IN BUILDINGS DESIGNED FOUR STORAGE CF FLAMMABLE LIGCUIDS

OTHER PRECAUTIONS: [0 NCLT TOKE INTERNALLY. CONTAINERS SHOULL BE GROUNDED
WHEN POURING. AVOID FREE FAlL £F LIQUID IN EXCESS OF A FEW INCHES.

L0 NCT SAND, FLAME CLT, FRAZE QR WELL THE DRY CCATING WITHOUT NICSH
APPROVED RESPIRATOR LR AFFROPRIATE VENTILATILOCN,

CESERVE PRECAUTICNARY LABEL WARNINGS.

FREPARED BY kK. A, PROKOP
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